1. Mechanical Dimensions:

2. Schematic:

BATTOM VIEW

Notess

1. Soderabilty: Leads shall meet ML-STD-2026G,

Methed 20BH far eckierakbility.
2. Flammahiftty: ULS4V-0
3. ASTM exygen indec > 28%

Aquepus wash campotible
. SMD Lead Coplonority: +£0.0047(0.103mm)
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, RoHS Complant Camponent

- Insulation Systerm: Class F 155°C. UL flle E151558

. Operating Termperaiure Range: All listed parameters
are ta be within taleranae fram O'C to 7D°C

. Storage Temparalure Rangar —55°C to +128C

. Blactrienl and machonical spacifications 100% tasted
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PARALLEL SERIES TRANSFORMER
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i 32 3. Electrical Specifications: @25°C
i 0.425
FARALLEL SERIES
0.780 OCL(NO DC): 51.18uH +20% 204.73uH +20% 10KHz 1.0V
ocL(bc): 28.79uH Min 115.16uH Min  10KHz, 1.0V
MAX DOC I 0.92 ADC 0.46 ADC
DC RES: 0.210 OHMS MAX 0.839 OHMS MAX

PROPRIETAR

Isolation; 500 Vrms, Wdg—Wdg
RECOMMENDED LAYOUT PATTERN
(TOF VIEW)
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