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RECOMMENDED LAYOUT PATTERN
(TOP VIEW)

DOC. REV: A/4

3.

. Solderability: Leads shall meet MIL—STD—2026G,
. Flammability: UL94V—0

. Insulation System: Class F 155°C. UL file E151556
. Operating Temperature :
. Storage Temperature Range: —55°C to +125°C

. Aqueous wash compatible

. SMD Lead Coplanarity: 0.004°(0.102mm) Max

. Electrical and mechanical specifications 100% tested

. RoHS Compliant Component

. Recommended IR Reflow peak temp of 250°C Max.
. AEC—Q200 Certified Product

Schematic:
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Electrical Specifications: @25°C

OCL: 160uH Min @100KHz 0.1V, Each Wdg

Q: 5 Min @10KHz 0.1V, Each Wdg

Leakage L: Pins 1—2 1.25uH Typ @100KHz 0.1V, Tie 3—4
Cw/w: Pins 1—4 3.1pF Typ @100KHz 0.1V

DCR: Pins 1—2 0.029 Ohms Max

DCR: Pins 3—4 0.029 Ohms Max

Hipot: 300Vdc Wdg to Wdg 1 Second

Turns Ratio: Pins (1-2):(4-3)=1:1£2%

SRF:P1-2 4MHz Min
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Method 208H for solderability.
ASTM oxygen index: > 28%

—40°C to +85°C

PROPRIETARY
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