1. Mechanical Dimensions:
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3. Electrical

Primary: Pins 1-2/3—4 115/230V 50/80Hz
Ex I Pins 1—2 60mA Max 120V B0Hz or 100V 50Hz

Parallel Sec:

2. Schematic:

Specifications:

12.0v @ 0.5Aac

Series Sec: 24.0V @ 0.25Aac

DC Res.:
DC Res.:
DC Res.:

DC Res.:
HIPOT: 2500Vac Pri—Sec,

. Salderabllity: Leads shall meet MIL—STD—2Q2,

Method 208D far solderohility.

. Flammabllity: UL94V—-0

. ASTM axygen index: > 2B%

. Insulation System: Class F 155°C. UL file E151558
. Qperating Temperature Raonge: Al listed parameters

area to be within talerance frem —40'C to +B5C

. Starnge Tempearoture Ronge: —55°C to +125°C
. Agueocus wash compatible

. Electrical and mechanical specificatians 100% tested

RoHS Cempliant Coampenent
ULS06 Racognized, fTle #E238B41

DOC. REV A/3

Pins 1—2 245 Ohms*t15%
Pins 3—4 295 Ohmst15%
Fins 5—6 4.00 Ohmsx135%

Pins 7—8 4.00 Ohmst15%
Wdgs—Core
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