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2. Schematic:
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DOC. REV: A/S

3. Electrical Specifications: ®@25°C

Isolation: 1500 Vrms (PRI to SEC)
TX Turns Ratio: 1:2.42 (PRI:SEC)
RCV Turns Ratio: 1:2.42 (PRI:SEC)
PRI OCL: 95CuH Min ®1Q0KHz 5CmV
Cw/w: 30pF Maximum @100KHz 50mV (PRI/SEC)
PRI LL: 0.3uH Maximum @7100KHz S0mV
(SEC Shorted)
Sec DCR: 1.70 Ohms Max
Pri DCR: 0.80 Ohms Max
TX Return Loss: 18dB Typ @102KHz, 120 Ohms
RX Return Loss: 27dB Typ @102KHz, 120 Ohms

Crosstalk: —60dB Min (0.1 to 5MHz)
Nates:

1. Salderability: Leads shall meet MIL—STD-—2026,
Methad 208H for soldarabllity.

2. Flammablltty: ULB4V-0

3. ASTM oxygen index: > 28%

4, Insulation System: Class F 155°C. UL flle E151556

5, QOperating Temperature Range: All listed parameters
are ta be within tolermnce from —40°C to +B9C

6. Storage Temperature Range: —855'C te +125'C

7. AQueous wosh compaotible

8. SMD Lcud Coplanarty: +£0.0047(0.102mm)

Q. Electrical and mechanical specifications 100% tested

10. ReHS Compliant Componant
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