1. Mechanical Dimensions:
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2. Schematic:
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3. Electrical Specifications: @25°C

Isclation:

1500 Vrms (PRI to SEC)

TX Turns Ratio: 1CT:1x£3% (PRI:SEC)

RCV Turns Ratio: 1CT:1 13% (PRI:SEC)

X PRI OCL: 1.20mH Minimum @100KHz 50mV
RCV PRI QCL: 1.20mH Minimum @100KHz 50mV

Cw/w: 35pF Maximum @100KHz 50mV (PRI/SEC)

TX PRI LL: 0.6uH Maximum @100KHz 3S0mV
(SEC Shorted)
RCV PRI LL: 0.6uH Maximum @100KHz 50mV
(SEC Shorted)
—70dB Min (150KHz—1GHz)
12d8 Min @0.3—&MHz

1.2dB Max @0.3-5MHz
TBD

CMRR:
Return Loss:
Insertion Loss:
Longitudinal Balance:

Nates:

1. Solderability: Leads shall meat MIL-STD—-202G,
Methad 208H for solderobllity.

. Flammability: ULB4V-0

ASTM oxygen index: > 2B%

. Insulation System: Class F 155°C. UL fila E1515586

. Operating Temperature Range: All listed parametars
are to be within tolerance from —40°C to +BSC
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&. Storage Temperature Range: —55C to +1325C
7. Aqueous wash compatible
8. SMD Lead Coplonarity: £0.0047(Q.102mm)
9. Elactrical and mechonical specificatiens 100% testsd
10. RoHS Compliont Camponent
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