1. Mechanical Dimensions: 2. Schematic:
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Q: 15 Min @100KHz 0.1V
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%: INDUCTANCE: 1.0uH*x20% @100KHz 0.1V

8% DCR: 0.0084 Ohms Max
Sl 0.500 0.110 Isat: 20Adc (Based on a 10% drop in QCL)
12.70 2.79 Irms: 8.6A (Based on a 40°C Temp Rise)
(BOTTOM VIEW) (SUGGESTED MOUNTING PAD)
Notes:

1. Solderabllity: Leads shall meet MIL—STD—-202G,
Methed 29BH feor solderability.

2. Flammabllity: UL84V-0
3. ASTM oxygen index: > 28%
4. Insulation System: Closs F 155°C. UL file E151556
5. Operating Temperature Range: Al listed parameters
ara to be within talerance frem —40°C to +85C
6. Storage Temperature Range: —55°C to +125°C X]F‘M RS I Title:
7. Agueaus wash compatible nO
B. SMO Lead Coplanority: £0.0047(0.102mm) XFSMD4‘ SER'ES |NDU CTOR
9. Electrical qndpmcchuym'cr.ﬂ specifications 100% tested www. XFMRS.com
10. ReHS Compliant Companent UNLESS OTHERWISE SPECFIED | P/N: XFO016—S4 REV. A
TOLERANGCES: Juan Mao Jun—13—08
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