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Mechanical Dimensions:
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BOTTOM VIEW (SUGGESTED MOUNTING PAD)

2. Schematic:
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3. Electrical Specification: @25°C
A. Series Hookup
OCL: 14.0uH+£20% @100KHz, 0.1V
OCL: 9.7uH Typ with 5.60Adc
DCR: 26.20 mOhms Typ

Q: tbd Min @100KHz, 0.1V

ET: 12.00V—usec

100 Gauss ET: 4.28V—usec
Storage Capacity: 152.83 udoules
H1: 9.42 Orsted

B. Parallel Hookup

OCL: 3.5uH*£20% @100KHz, 0.1V
OCL: 2.4uH Typ with 11.20Adc
DCR: 6.54 mOhms Typ

Q: tbd Min @100KHz, 0.1V

ET: 6.00V—usec

100 Gauss ET: 2.14V—usec
Storage Capacity: 152.83 udoules
H1: 4.71 Orsted

Notes: N SRF: Pins 1-2 tbd Min
et B06H o salorabiiey oD 2026, Turns Ratio: (1-2):(4-3)=1.000:1.000+2%
2. Flammability: UL94V—0 Hipot: 500Vac, Pri to Sec
3. ASTM oxygen index: > 28%
4. Insulation System: CI F 155°C. i itle:
5. g::rztligg T:rsn;e)::qtur:SSRange: —C4OEJ(§ tf<:|e+l-;lg%:l(?56 XFMRS ® Title: SMD POWER INDUCTORS
6. Storage Temperature Range: —55°C to +125°C WWW.XFMRS.com
7. Aqueous wash compatible .
8. SMD Lead Coplanarity: +0.004"(0.102mm) UNLESS OTHERWISE SPECIFIED | P / N: XFO146S13 REV. A
9. Electrical and mechanical specifications 100% tested TOLERANCES:
10. RoHS Compliant Component : — —
11. Recommended IR Reflow peak temp of 250°C Max. DOC. A/4 xxx £0.010 DWN. Tu Sep 12=19
Dimensions in INCH CHK. YK Liao Sep—12-19
P RO P R ” FTA R Document is the property of XFMRS Group & is
not allowed to be duplicated without authorization. SHEET 1 OF 1 APP. Joe Huff Sep—12-19




