1. Mechanical Dimensions:
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2. Schematic:
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J L 8 3. Electrical Specifications:
I o
5 10“—‘ 1L” L-(-g OCL: Pins 1=5 1.5mH Min @10KHz 0.1V
) 0 LL: Pins 1—35 4uH Max @100KHz 0.1V Short P7—-6—10—-9
L_ G ‘1 o CW/W: Pins 1—7 50pF Max @100KHz 0.1V, Short Pins 6+10
50.8040.08 15.50 DCR: Pins 1—-5 0.370 Ohms Max
' ' DCR: Pins 7—6 0.425 Ohms Max
DCR: Pins 10—9 0.425 Ohms Max
5 Turns Ratio: Pins (1=5):(7—6):(10-9)=1:1:1
Volt—Time Product: 375 V—uSec
@0 HIPOT: 37350Vac, PRI to SEC
Notes:
1. Solderability: Leads shall meet MIL—STD-202,
Methed 208D for aolderability.
2. Flammability: ULS4V-0
3. ASTM oxygen indax: > 28%
@O 4. Insulation System: Class F 155'C. UL file E151556
5. Operating Temperature Range: All listed parameters
B ars to ba within tolerance from —40°C to +85°C N j
g. itoroge Temﬁeruture tI?tc:lnge: —-55'C to +125°C XFMRS ]nc Title: TRANSFORMER
8 S:‘ALI;OLU:udw%Zplzz;:’i)t;:I 190.004"(0.1 02mm) www. XFMRS.com
9. Moist Sensitivity: Level 3 . —
10, EIthrl;cr:Zl :r:dSI rl':ezhuneiZZI specifications 100% tested UNLESS OTHERWISE SPECIFIED P/ N: XFO154—EEZ5GD| REV. A
11. RoHS Compliant Component DOC REV: A/1 ISXLEiT)AOI;I(O:ES DWN. Juan Mao Dec—23—04
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