1. Mechanical Dimensions:
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2. Schematic:
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3. Electrical Specifications: @25°C

Isolation Voltage:

1500Vac

TURNS RATIQ: Pins {(1—2):(16—15)=1:1%£5%
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SUGGESTED FOOTPRINT

TURNS RATIQ: Pins (7—B):(11—10—9)=1:1CT£5%

Pins 1—2 45uH Min @10KHz 20mV
Pins 7—8 45uH Min ®10KHz 20mV
Pins 1—-2 8 Mih @10KHz 30mV

Pins 7—8 8 Mih @10KHz S0mV
PRI LL: 0.12uH Max @100KHz 1V, Short SEC

stalk:

Notes:

1. Salderability: Leads shall mest MIL—-STD—2026,
Mathed 208H far spldarability.
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. Flammabllity: ULS4V-0
ASTM oxygen index: > 28%
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ara to be within tolerance

. Aqueous wash compotible
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. ReHS Compliant Camponent

—60dB Typ @0.3-100MHz

- Insulation System: Class F 155'C. UL file E151556

. Qperating Temperatura Rum%e: Al Iilsted parameters

rom -40°C to +85°C
. Storoge Tempernture Range: -S5°C ta +125C

. SMD Lead Coplanarity: £0.004“(0.102rmrn)
. Electrical and maechanical specificotiocns 100% tested
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