1.

Notas:
. Solderability: Leads shall meet MIL—-STD—202G,
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(BOTTOM VIEW)

Methed 208H for solderability.

. Flammability: UL94V-0

. ASTM oxygen [ndex: > 28%

. Insulotion Systermn: Closs B 130°C. UL file E151556
. Operating Temperature Range: All listed parameters

ure to be within talerance from —40°C to +85°C

. Storage Temperature Range: —535'C te +125'C

. Agueaus wash compatible

. SMD Lead Coplanarity: +0.004"(0.102Zmm)

. Electricol and machanical spacificatibns 100% tested
1 .

RoHS Compliant Cemponent
. Designed ta comply with ENBCS50 fer Basic Insulation

DAC REV: A/1

2. Schematic:
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3. Electrical Specifications: ®&25°C

QCL: Pins 1-4 1.4mHt12% @10KHz 0.1V
LL: Pins 1—4 B6.0uH Moax @100KHz 0.1V, Tie Pins 5—6—7-8
DCR: Pins 1—4 2.2 Ohms+20%
Pins 8-5 2.40 Ohms=x20%, Tie Fins 6-7
Turns Ratio: Pins 1—4:8—5(Tie 6-7)=4.0:3.0£1%

Total Harmenic Distortion: —8QdB Max ©@30KHz 3V (Pri Side)
Hipot: 1500Vac Pri to Sec
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