1. Mechanical Dimensions:
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Notes:
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. Solderohility: Leads sholl meet MIL—STD—-202G,

Methad 208H for solderabllity.

. Flammablility: UL94V-Q

. ASTM bxygen Index: > 2B%

. Insulotion System: Cliss F 155°C. UL file E151556
. Opernting Tempermture Ronge: All fisted porometers

ore to be within toleronce from —40'C ta +85'C

Storoge Temperature Range: —55'C to +125°C
Aquescus wash campxitible

. SMD Lead Coplanarity: +0.004"(0.102mm}
. Elactrical and mechanical specifications 100% tested
. RoHS Compliant Cemponent

DOC REV: A/3

2. Schematic:
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3. Electrical Specifications: @25°C

QCL: Pins 1-8 16.0mH+5% @10KHz 0.1V, 0Adc (tie Pins4+5)
Pins 1-4/5-8 4.0mH+5% @10KHz 0.1V sach {ref only)
QCL mismatch: +4% Max, 0Adc
QCL: Pins 1-8 4mH Min @10KHz 0.1V, 150mAdc (tie Pins4+5)
QCL: Pins 1-8 1mH Min ®10KHz 0.1V, 230mAde (tie Pins4+5)
Q: Pins 1—8 20 Min @10KHz 0.1V (tie Pins4+5)
LL: Pins 1—4 700uH+10% @100KHz 0.1V, Short SEC
Cw/w: Pins 1-8 7.0 pF Max @100KHz 0.1V
DCR: Pins 1-4 12.0 OQhms *15%
Pins 5—8 12.0 Ohms +15%
DCR mismatch: £1.5% Max
Turns Ratio: {(1-4):(6—-8) = 1:1+2%
SRF: 500KHz Min
Hipot: 1500Vace, Wdg to Wdg
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