1. Mechanical Dimensions:
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Suggested PCB Layout
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. Solderability: Leadla shall meet MIL—STD—202G,

Method 20BH for selderability.

. Flammabhility: UL94V-0

ASTM oxygen index: > 28%

. Insulatien Systern: Class F 155C. UL file E1513586

Operating Temperature Range: All listed parameters
are to be within tolerance from —40°C to +83°C
Storage Temperature Range: —-55°C te +125°C
Aquacus wash cpmpatible

, SMD Lead Coplanartty: +£0.004"(0.102mm)

. Electrical and mechanieal specifications 100%Z tested

. ReHS Cempliant Component

2.

Schematic:
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Electrical Specifications: @25°C

OCL: Pins 1-12 9.80uH*10% @10KHz 0.1V

Q: Pins 1-12 10 Min @10KHz 0.1V

LL: Pings 1—12 0.3uH Max @100KHz 0.1V, Short all else
DC Res: 0.030 Ohms Max, Each Wdg

Current Rating: 3.80Adc Max (Based on 30% drop in OCL)
Current Rating: 2.90Arms Max (Based on 40@ Temp Rise)
1:1:1:1:11

Isolation Voltage: 500Vrms, Wdg to Wdg., All Wdgs te Core
Enerqy Sterage: 1783ud

Volt—time Product: 131.9V—uS

Turns Ratio:
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