1. Dimensions:
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2. Schematic:
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3. Electrical
Tums Ratio: (1-2):(3—4):(B-5)=
OCL: Fins 1—4 24CuH Typ @100
Leakage L; Pins 1—2 0.2uH Max
Cw/w: Pins 1—8 & 4-5 10pF M
PCR: Pins 1—-2 0.300 Ohms Max
DCR: Pins 3—4 0.300 Ohms Max
DCR: Pins B-5 0.300 Ohms Max
ET CONSTANT: 5.5V—us Min

Specifications:

1:1:1
KHz, 0.1V TieZ2+3

@100KHz, 0.1V Shert Sec
ax @100KHz, 0.1V Tie2+3

Isclation Voltage:

500 Vrms Wdg. to Wdag.
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Notes:
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Solderability: Leods sholl meet MIL—-STO-2020G,
Methed 208H for aolderability.

. Flommaobilty: UL94V-0

ASTM oxygen Index: > 28%

_ Insulation Systern: Claas F 155'C. UL file E151556

Qperating Temperature Range: All listed parameters
are to be wrthin tolerance from —40°C ta +85°C
Sterage Temperature Range: —55°C te +125°C
Aguecus wash compatible

. SMD Lead Coplanarity: +0.0047(0.102mm)
. Hectrical ond mechanicol specificotions 100X tested
. RoHS Compliant Component
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