1. Mechanical Dimensions:
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Method 20BH for sclderabllity.
. Flammability: UL94V-0
ASTM oxygen index: > 28%
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SUGGESTED PCB LAYOUT

. Solderability: Leads shall rmest MIL—STD—202G,

~ Insulatfon System: Class F 155°C. UL file E151556
. Oparoting Tempaerature Range: All listed parameters

are to be within tolerance frerm —40'C to +85°C

. Aqueous wash compatible

Sowomwa

10. RoHS Campliant Componant
1

. Designed te mest Relnforced Insulatipn.

. Storage Temperature Ranges —35°C te +125C

. SMD Lead Coplanority: £0.0047(0.102mm)
. Blectrical ond mechonicol specificotians 100% tested

DOC. REV: A/A

2. Schematic:
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3. Electrical Specifications:

0 5 3V @200mAdc

OCL: Pins 1-3 24QuH+30% @100KHz, 20mV
Q: Pins 1-3 8 MIN @100KHz, 20mV
LL: Pins 1—3 8.0uH Max @100KHz, 0.25V (Short 6—4)

Cw/w: 1—6 B.0pF Max @100KHz, 0.25V
Pri DCR: 0.600 Chms Max

Sec DCR: 0.BQ0 Ohms

Max

Et: 28VuS (per pri half)

Turns Ratio (PRI:SEC):

1CT1.33CT+5%

Isclation Voltage: 4000Vde, Wdg to Wdg
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