1. Mechanical Dimensions: G 2 Schematic:
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OCL: Pins 1—4 240uH Typ @100KHz, 0.1V (Tie 2+3)

LL: Pins 1-2 0.2uH Max @100KHz, 0.1V (Shert Sec)

Cw/w: Pins 1-B & 4—5 10pF Max @100KHz, 0.1V (Tie 2+3)
DCR: Pins 1—2 0.300 Ohms Max

Pins 3—4 0.300 Ohms Max
F Pins 8-5 0.300 Qhms Max
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1. Solderability: Leads shall meet MIL-STD-202G,
Method 208H for salderability.

2. Flammability: UL94V-0
3. ASTM oxygen Index: > 28X
4. Insulation System: Class F 1S5'C. UL fle E151556 Title:
™ are to be Wi iolrance o —400 o 4850 W)V(VEMBMSR SI&% ISOLATION TRANSFORMER
6. Sterage Temperature Range: —35°C to +125°C
7. Aqueous wash compatible UNLESS OTHERWISE SPECIFIED | P/N: XF2406A—00SM| REV. A
B. SMD Lead Coplanority: +0.004%0.102mm)
9. Elsctrical and machanical apacificationa 100% tested TOLERANCES: DWN Xidhyi Feb—07-09
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