1. Mechanical Dimensions:
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Notes:

1. Splderability: Leads shall maaet MIL-STD-202G,
Methed 2Q8H for sclderability.

. Flammability: UL84V-0

ASTM boxygen index: > 2B%

Insulatlon Systam: Class F 185°C. UL file E151556

. Operating Temperature Range: Al listed paramestars

are ta be within toleranee fram —40'C ta +BS'C

Starage Tempearature Range: —55°C ta +125°C

Aqueous wosh compotible

SMD Leod Coplanaority: +0.0047(0.102mm)

., Electrical and mechanical specifications 100% tested
. RaHS Compliant Compenent
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2. Schematic:
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*Secondary windings to be connected in parallel on

PC board

3. Electrical Specifications: @23C

OCL: Pins 3—4 310uHx10%Z @250KHz 0.1V, OAdc
Pins 3—4 279uH Min @250KHz 0.1V, 0.3Adc

Q: Pins 3—4 20 Min @230KHz 0.1V

LL: Pins 3—4 4.75uH Max @250KHz 0.1V, Short All Else

DCR: Pins 3—4 1.02 Ohms Max
Pins 2—1 2.01 Ohms Max
Pins 6—8 0.066 Ohms Max
Pins 5—7 0.066 Ohms Max
Turhs Ratio: Pins (3—4):(6—8):(5-7):(2—1)=
1.00:0.190:0.190:0.700
Isolation: 1500Vac, Pri & Bias to Sec
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