Mechanical Dimensions:
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3. Electrical Specifications: @25°C
Isolation Voltage: 1500Vac
Turns Ratio: (1-2-3):(16—15-14)=1CT:1CT+3%
(6—7—-8):(11—=10-9)=1CT:1CT+3%
OCL: Fins 1-3, 6-8 350uH Min @100KHz 0.1V, 8mAdc
@: Pins 1-3, 6-8 2 Min @10KHz 50mV
Cw/w: 15pF Typical @100KHz Q.1V (Pri/Sec)

LL: Pins 1-3 0.4uH Max @100KHz 0.1V, Short 16-14
Pins 6—8 0.4uH Max &100KHz 0.1V, Short 11-9

DC Resistance: Pins 11-9, 16—14 0.60 OChms Max
1-3, 6—8 1.10 Ohms Max
RISE TIME (10%—90%): 2.5nS TYFICAL
INSERTION LQSS: —1.1dB Max @100KHz — 100MHz
RETURN LOSS: —18dB TYFICAL @500KHz—30MHz
—15.5dB TYPICAL @40MHz
—13.6dB TYPICAL @50MHz
—12dB TYPICAL @®60MHz—80MHz
—40dB TYPICAL @100KHz - 100OMHz
—40dB TYPICAL @100KHz — 100MHz
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Notes:

1. Salderability: Leads shall meet MIL-STD-202G,
Method 208H for salderobility.

. Flommaohility: UL94V-0

ASTM oxygen index: > 2B%

- Insulotion System: Class F 155C. UL file E151558

Operating Ternperature Range: All listed parameters

ore b be within tolerance from —40°C o +BSC

Storage Temperature Range: —55°C ko +125°C

Aquecous wash compatible

SMD Leod Coplonorty: +0.0047(0-102mm)

. Blactrical and mechanical spacifications 100% tasted

. RoHS Compliant Companent
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