1. Mechanical Dimensions:
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2. Schematic:

2CT:1CT

3. Electrical Specifications: @25°C
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Pins 6—4 0.400 Ohms Mauax

SUGGESTED PCB LAYOUT

ET Constant V—us:

11 Min @350KHz

OCL: Pins 1-2 & 2-3 372uH Typ @100KHz 100mV

OCL: Pins 1-2 & 2—3 150uH Min ®@100KHz 100mV (—-40C)
Q: Pins 1-2 20 Min @10KHz 50mV
LL: Pins 1—3 1.0uH Max @100KHz 100mV (Short 4+5+6)
Cw/w: Pins 1—6 20pF Max @100KHz 100mV

DCR: Pins 1-3 0.700 Ohms Max

Turns Ratie: (1-2-3):(6—-5—-4) =2CT:1CT+2%
375Q0Vac, Wdg to Wdg

Isolation:

1. Solderobility: Leads sholl mest MIL—STD-202G,
Mathod 208H for sclderabllity.

. Flammability: UL94V-Q
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. ASTM oxygen Index: > 2B%

. Insulotien System: Class F 155°G. UL fila E151556
. All llsted parameters are to be within tolerance
—40C tp +85C unless ptharwise noted.
Storage Temperature Range: —35°C to +125T
Aqueous wash campatible
. SMD Lead Coplanarity: +0.004"(0.102mm}

. Electrical and mechanical spedfications 100% tested
, RoHS Compliant Companant

. Dewigned to meet UL60850 far Reinforced inaulation.

DOC. REV: A/1

XFMRS Inc

www. XFMRS.com

Titl

G
8 Pin,3.75KVrms DC/DC Converter

Isolation Modules

PROPRIETAR

Document is the property of XFMRS Group & is
not allowed to be duplicated without guthorization.

UNLESS OTHERWISE SPECIFIED |P/N: XF3726—2SR1 REV. A
TOLERANCES:
«x +0.25 DWN. Feng Apr—03—12
Dimensions in MM | CHK. YK Liao Apr—03—12
SHEET 1 OF 1| APP. Joe Huff [Apr—03—12




