XFMRS  YYWwW
XFS545—EP13e

C
0.525

0.0EOsq__I I__

O'IDO_’

Max

F
0.150=x
0.020

1. Mechanical Dimensions:
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Notes:
. Solderability: Leads shall meet MIL-STD-—2Q2G,
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. Aqueous wash compatible

. Electricol and mechanical specifications 100% tested X]FM]RS InC Title:

. RoHS Campliant Component

2. Schematic:
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3. Electrical Specifications:

OCL: Pins 6—10 5.549mH+10% @10KHz 0.15V, w/ OAdc,
Tie Pins 847

Q: Pins 6—10 30 Min 810KHz Q.15V,Tie Pins 9+7

LL: Pins 6—10 40uH Typ @10KHz 0.1V, Tie Pins 947,
Shert Pins 1-5

CW/W: Pins 7—1 40pF Typ ®10KHz 0.1V, Tie Pins 847

Rated |: 60mAdc (Based on 10% Max drop in OCL)

DCR: Fins 6—7 & 9—-10 1.60 Ohms Typ

DCR: Fins 1-5 0.BGD Ohms Typ

TURNS RATIO: Pins (6—7):(8—10):(1-5)=0.66:0.66:1.00+5%

HIFOT: 2000Vac, N1+NZ to N3, 1Sec

HIFOT: 500Vac, N1 te N2, 15ec

Methad 2D8H for soldarablility.

. Flammability: ULB4V—-0

ASTM oxygen index; > 2B%

- Insulation Systam: Class F 155°C. UL fila E151558

Cperating Temperature Range: Al listad parameters
are to be within tolerance from —440°C to +85'C
Storoge Temperoture Ronge: —55°C to 4+125C
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