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Notes:

-

Method 208H for solderability.

. Flammability: UL94V-0

ASTM oxygen index: > 28%
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SUGGESTED LAND PATTERN

. Solderability: Leads shall meet MIL—STD—2026G,

. Insulation System: Class F 155°C. UL file E151556
. Operating Temperature Range: —40°C to +125°C

Storage Temperature Range: —55°C to +125°C

. Aqueous wash compatible

SMD Lead Coplanarity: +0.004"(0.102mm)
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. Electrical and mechanical specifications 100% tested

. RoHS Compliant Component
. Recommended IR Reflow peak temp of 235°C Max.

2. Schematic:
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3. Electrical Specifications: @25°C

OCL: Pins 1-3 750uHt45% @10KHz, 0.1V
Pins 1-3 250-1250uH @10KHz, 0.1V —40°C to +125°C
Q: Pins 1-3 10 Min @10KHz, 0.1V
LL: Pins 1=3 1.0uH Max @100KHz, 0.1V (Short Sec)
Cw/w: Pins 1—6 12pF Max ©@100KHz, 0.1V
DCR: Pins 1-=3 0.50 Ohms Max
Pins 4—6 0.55 Ohms Max
Turns Ratio: (1-3):(6—4)=1:112%
ET Constant: 66VuS Max
Hipot: 4000Vac, Pri to Sec, TmA
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XFMRS

Recommended Infrared Reflow Temperature Profile for RoHS Compliant Parts
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NOTES: Maximum duration at 235+0/-5" shall be 10—15 seconds.
Maximum duration above 217° shall be 45-75 seconds.

ALL Temperatures refer to topside of the package, measured on the package body surface.
*Excludes ALL RJ—45 Combo products. (See IR Reflow for Non—RoHS Compliant parts)
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