1. Mechanical Dimensions:
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Suggested PCB Layout
Notes:

1. Saqlderubility; Leads shall mest MIL—STD—-29026G,
Mathod 208H for aclderability.

- Flammaobhility: UL94V-0

. ASTM axygen Index: > 2BX

_ Inaulation System: Class F 155'C. UL file E151556
Operating Temperature Range: All listed parameters
ara te be within talerance frem —40°C to +125C
Storuge Temperoture Ronge:r —55°C te +125°C
Aqueous wosh compatible

. SMD Lead Coplanarity: +{1.004°(0.10Z2mm}

. Electrical and machanical specificatians 100% tested
RoHS Compliant Component

. 260°C IR Reflow Compatible
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DOC REV: A/é

Schematic:

Primary 1.2 o
36-72Y 12,11,10
250KHz < 11,
3.4
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3.3V @6A
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12V 50mA
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Electrical Specifications:

OCL: Pins 1,2-3,4 40uH £13% @&100KHz 0.160V

OCL: Fins 1,2—3,4 3QuH Min ©100KHz 0.160V, 2.Z5Adc

LL: Pins 1,2—-3,4 0.825uH Max ®100KHz 0.160V, Short all else
DCR: Fins 1,2-3,4 0.145 Ohms Max

DCR: Pins 5—6 0.315 dhms Max

DCR: Pins 12,11,10-7,88 0.006 Ohms Max

Turns Ratio: Pins (1,2—3,4):(12,11,10-7,8,9):(5-6)
1:0.125:0.458

1500Vrms, Pri&Bias to Sec

500Vrms, Pri to Bias

Isclation Voltage:
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