1. Mechanical Dimensions:

2. Schematic:
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I | | HL/ [ 3. Electrical Specifications:
E INPUT: 113V/230V 50/60Hz
L osa |- G—“— b ‘ Ex I: Pins 2—1 B60mArms Max, 115V 60Hz
(6plcs) 0.039 2.00 OQUTPUT: Pins 5—6 60V @ 0.100A
) OUTPUT: Pins 7—8 60V @ 0.100A
DC Res.: Pins 2—1 93.0 Ohmsx15%
0.018 DC Res.: Pins 4-3 93.0 Ohmsx15%
:I:d.OOB DG Res.: Pins 5—6 34.5 Ohmsx15%
] q ] |H_'._ F DC Res.: Pins 7—8 34.5 Ohms*15%
| HIPOT: 1500Vac Pri—Sec & Wdgs—Core
I I I I Bevel indicates HIPOT: 500vac Pri—Pri & Sec to Sec
3 4 2 1 pin #1
Nates:
1. Solderabllity: Leads shall meat MIL—STD-202,
I T ] Mathod 208D for aclderabllity.
2. Flammability: UL94V—0
3. ASTM oxygen index: > 2B%
4, Insulation System: Class F 155°C. UL flle E151556
7 8 6 5 B, Operating Temperature Range: All listed parameters
are to be within telerance from —40°C to +85¢C
I I Il Il 6. Storage Temperatura Range: —85°C ta +125C
7. Aqueous wash compatible
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