
Shelf-Life Declaration
Storage Guidelines for XFMRS Products

STORAGE REQUIREMENTS

Product Type Shelf Life

Miniature Transformers & Filter Modules 12 Months

Inductors & Chokes 12 Months

Integrated Magnetics Connectors (LAN/Combo) 12 Months

Linear & SMPS Transformers 12 Months

PCB Assemblies (PCBA) 12 Months

Parameter Requirement

Temperature 15°C to 30°C

Relative Humidity ≤70% RH

317-834-1066 info@xfmrs.com www.xfmrs.com

XFMRS products are manufactured, packaged, and stored according to established electronics industry
practices to maintain product quality, solderability, and performance. The following storage recommendations
apply to standard XFMRS transformers, inductors, chokes, LAN magnetics, and related assemblies.

Note Products must remain in their original packaging format (tube, tray, tape & reel, or sealed packaging as supplied).
Shelf-life tracking begins upon receipt/arrival of goods for stored materials.

ENVIRONMENT REQUIREMENTS

This document specifies that humidity and temperature should be controlled through appropriate
environmental systems such as air conditioning and dehumidification equipment.

BEST PRACTICES
Packaging 

To maintain solderability and prevent oxidation:

Components should remain sealed until use.

Packaging should contain desiccant.

Sealed bags should not be opened prematurely.

Once packaging is opened for inspection,

materials should be re-sealed before storage.

Original packaging should be retained whenever

possible.

Physical Storage 

Products should:

Be stored off the floor.

Be stored on racks or pallets.

Maintain a minimum clearance of 10 cm from

the floor.

Remain protected within original packaging,

trays, tubes, tape-and-reel packaging, or sealed

bags.

Industry Standards

Storage recommendations are based on:

J-STD-002 – Solderability Testing

J-STD-033 – Handling, Packing, Shipping and Use

J-STD-020D.1 - Moisture/Reflow Sensitivity
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