1. Dimensions:
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Notes:

1. Solderability: Leads shall mest MIL—STD—2026,
Method 208H for salderobility.

, Flammability: UL94V-Q

. ASTM oxygen index: > 28%

. Insulation System: Cluss F 155C., UL file E151556

Operating Temperoture Ronge: All listed parameters

are to be within toleranca from —25°C to +85°C

Sterage Temperature Range: —55°C to +125°C

. Agqueaus wash compatible

. SMD Lead Ceplanarity: £0.004"(0.102mm)

. Blectrical and mechonical specifications 100% tested

. ReHS Compliant Componant

. Designed te mest ULECH5Q with supplementary insulation
with an operating veltage up to 250Virmsa.
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2. Schematic:

3. Electrical Specifications: ®@25°C
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UTP Impedance; 100 OHMS
Turns Ratio: TX=1CT:1CTx2% RX=1CT:1CT+£2%
Isolation Veltage: 2500Vrms, Input to Output
UTP Side OCL: 35QuH Min @100KHz 0.1V, 8mAdc
UTPF Side Q:; 16 Min @100KHz 9.1V,
Rise Time (10-90%): 4.0ns Typical
Insertion Loss {(1—100MHz): —1.0dB Maximum
Retum Loss: 30MHz 60MHz 80OMHz
-20dB —14dB —11.5dB Typ

CMRR: 30MHz S0MHz 100MHz

—42dB —37dB —-33dB Typ
Crosstalk: 30MHz 60OMHz 100MHz

—45dB —40dB —-35dB Typ
Balanced DC Line Current: 720mA Max @57Vdc continuous Pins 22, 15
1200mA Max @57Vdc for 200milliseconds Pins 22, 15
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