1. Dimensions:

2. Schematic:
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__|1‘8|‘_ 1.00 3. Electrical Specs:
1 2 - I~ Parrallel Series
I:I I:I—' OCL: 150.0uH 600.0uH+£20% ©®100KHz, 0.25V
L DCR: 0.591 Ohms 2.37 Ohms Typ
040 © O Irms:  0.69Arms 0.346Arms (based on 40°C temp rise)
YOS ' Isat: 0.B1Adc 0.41Adc (based on 30% drop in OCL)
e B VoltuS:  3B.6 77.2
D Dt lsolation Voltage: 200VAC, Wdg. to Wdg.
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(BOTTOM VIEW) Lvout

Netes:

1, Solderabllity: Leads shall meet MIL—STD—202G,
Methad 20BH for solderability.
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. Flammakility: UL94V-0

ASTM axygen index: > 28%

. Insulation System: Class F 155°C. UL file E151558
Operoting Temperoture Ronge: All listed porometers

are to be within talerance frem —40°C to +85C
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Staroge Temparoturea Ronge: —55°C to +125°C

. Aguecus wash compatible

. SMD Lead Coplanarity: +0.004“(0.102mm})

. Electrical and mechanical specifications 100% testen
. RoHS Compliont Cempanent
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